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Combine mode control,apply to low volt and high current ,which

has better reliability and stablility than LLC.，Module shifting

efficiency and LLC are almost the same

The stablest peak current control，which has current-limit function。
are the most liable type in all the electric control type

Module with auto heat dissipation。Heating dissipation at PBB

bottom with good anti-vibration

Product Concept: Easy&Reliable

3KW/6KW high frequency power design by ourself



300W-A series

300W-A name 12V15A 12V25A 24V8A 24V10A 24V15A 48V5A

input

input volt AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V

input phase Single phase 
Single phase 

Single phase Single phase Single phase Single phase 

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz
input current（max） <=2.4A <=4A <=2.6A <=3.2A <=5A <=3.2A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99
input power <=240W <=400W <=256W <=320W <=480W <=320W

plug L+N+PE L+N+PE L+N+PE L+N+PE L+N+PE L+N+PE

output

shifit power ≥ 0.90 ≥ 0.90 ≥ 0.90 ≥ 0.90 ≥ 0.90 ≥ 0.90

rated output volt 14.4V 14.4V 28.8V 28.8V 28.8V 57.6V

rated output current 15A 25A 8A 10A 15A 5A

rated output power 216W 360W 230W 288W 432W 288W

output volt 6Vdc～16Vdc 6Vdc～16Vdc 10Vdc～32Vdc 10Vdc～32Vdc 10Vdc～32Vdc 10Vdc～60Vdc

output plug Anderson SB50 Anderson SB50 Anderson SB50 Anderson SB50 Anderson SB50 Anderson SB50

com
CAN optional optional optional optiontal optiional optional

charging protocol customized customized customized customized customized customized

the others

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium

dimension 182X123X98(mm) 182X123X98(mm) 182X123X98(mm) 182X123X98(mm) 182X123X98(mm) 182X123X98(mm)

N.W 1.5KG 1.5KG 1.5KG 1.5KG 1.5KG 1.5KG

cooling natural cooling natural cooling natural cooling natural cooling air cooling
natural cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect grade IP65 IP55 IP65 IP65 IP55 IP55

IP grade (optional or not) no optional N/A N/A N/A N/A N/A

noise <65dB <65dB <65dB <65dB <65dB <65dB

altitude <2000m <2000m <2000m <2000m <2000m <2000m



300W-B series
300W-B name 12V15A 24V8A 24V10A 48V5A

input 

input volt AC100-240V AC100-240V AC100-240V AC100-240V

input phase single phase single phase single phase
single phase

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=2.4A <=2.7A <=3.4A <=3.4A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99

input power <=240W <=267W <=335W <=335W

plug L+N+PE L+N+PE L+N+PE L+N+PE

output

shift power ≥ 0.86 ≥ 0.86 ≥ 0.86 ≥ 0.86

rated output volt 14.4V 28.8V 28.8V 57.6V

rated output current 15A 8A 10A 5A

rated output power 216W 230W 288W 288W

output volt 6Vdc～16Vdc 10Vdc～32Vdc 10Vdc～32Vdc 10Vdc～60Vdc

output plug Anderson SB50 Anderson SB50 Anderson SB50 Anderson SB50

com
CAN no no no no

charging protocol no no no no

其他

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium

dimension 127X123X98(mm) 127X123X98(mm) 127X123X98(mm) 127X123X98(mm)

N.W 1.24KG 1.24KG 1.24KG 1.24KG

cooling air cooling air cooling air cooling air cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect grade IP55 IP55 IP55 IP55

IP grade (optional or 
not)

N/A N/A N/A N/A

noise <65dB <65dB <65dB <65dB

altitude <2000m <2000m <2000m <2000m



900W-B 系列

900W-B name 24V20A 24V30A 48V10A 48V15A 60V13A

input

input volt AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V
input phase single phase single phase single phase single phase single phase 

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current
（max）

<=6.5A <=9.6A <=6.4A <=9.6A <=10.5A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99
input power <=640W <=960W <=640W <=960W <=1054W
input plug L+N+PE L+N+PE L+N+PE IL+N+PE L+N+PE

output

shift power ≥ 0.9 ≥ 0.9 ≥ 0.9 ≥ 0.9 ≥ 0.9

rated output 
volt

28.8V 28.8V 57.6V 57.6V 73V

rated output 
current

20A 30A 10A 15A 13A

rated output 
power

576W 860W 576W 864W 949W

output volt 10Vdc～32Vdc 10Vdc～32Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～75Vdc

output plug Anderson SB50 Anderson SB50 Anderson SB50 Anderson SB50 Anderson SB50

com
CAN optional optional optional

optional
optional

charging 
protocol

customized customized
customized customized customized

the other

matched battery leadacid/lithium
leadacid/lithium leadacid/lithium

leadacid/lithium leadacid/lithium

dimension
220X123X98(m

m)
220X123X98(m

m)
220X123X98(m

m)
220X123X98(m

m)
220X123X98(m

m)
N.W 2KG 2KG 2KG 2KG 2KG

cooling Air cooling Air cooling Air cooling Air cooling Air cooling
work 

temperature
-20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect IP55 IP55 IP55 IP55 IP55
IP grade

(optional or not)
N/A N/A N/A N/A N/A

noise <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m



1200W-A Series

1200W-A name 48V20A 60V15A 72V13A

input

input volt AC220V±15% AC220V±15% AC220V±15%

input phase single phase single phase single phase

frequency 50/60Hz 50/60Hz 50/60Hz

input current（max） <=8A <=7.6A <=7.9A

power factor ≥ 0.7 ≥ 0.7 ≥ 0.7

input power <=1226W <=1165W <=1211W

input plug Industrial / L+N+PE Industrial / L+N+PE Industrial / L+N+PE

output

shift power ≥ 0.9 ≥ 0.9 ≥ 0.9

rated output  volt 57.6V 73V 87.6V

rated output current 20A 15A 13A

rated output power 1152W 1095W 1139W

output volt 10Vdc～60Vdc 10Vdc～75Vdc 10Vdc～100Vdc

output plug Anderson SB175 Anderson SB175 Anderson SB175,

com
CAN optional optional optional

charging protocol customized customized customized

the other

matched battery lead acid/lithium lead acid/lithium lead acid/lithium

dimension 353X204X156(mm) 353X204X156(mm) 353X204X156(mm)

N.W 6KG 6KG 6KG

cooling airway cooling airway cooling airway cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect IP67 IP67 IP67

IP grade(optional or 
not)

N/A N/A N/A

noise <65dB <65dB <65dB

altitude <2000m <2000m <2000m

IP67



1200W-B name 48V20A 60V15A 72V13A

input

input volt AC220V±15% AC220V±15% AC220V±15%

input phase single phase single phase sjgle phase

frequency 50/60Hz 50/60Hz 50/60Hz

input current（max） <=8A <=7.6A <=7.9A

power factor ≥ 0.7 ≥ 0.7 ≥ 0.7

input power <=1226W <=1165W <=1211W

input plug Industrial / L+N+PE Industrial / L+N+PE Industrial / L+N+PE

output

shift power ≥ 0.9 ≥ 0.9 ≥ 0.9

rated output volt 57.6V 73V 87.6V

rated output current 20A 15A 13A

rated output power 1152W 1095W 1139W

output volt 10Vdc～60Vdc 10Vdc～75Vdc 10Vdc～100Vdc

outplut plug
Anderson SB175, Male or 

Female plug, optional
Anderson SB175, Male or 

Female plug, optional
Anderson SB175, Male or 

Female plug, optional

com
CAN no no no

charging protocol no no no

other

matched battery lead acid/ltihium lead acid/ltihium lead acid/ltihium

dimension 353X204X156(mm) 353X204X156(mm) 353X204X156(mm)

N.W 6KG 6KG 6KG

cooling Air cooling Air cooling Air cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect IP55 IP55 IP55

IP (optional or not) N/A N/A N/A

noise <65dB <65dB <65dB

altitude <2000m <2000m <2000m

1200W-B Series



1500W-B series

1500W-B name 24V40A 24V50A 48V30A 60V30A 72V25A

input

input volt AC220V±15% AC220V±15% AC220V±15% AC220V±15% AC220V±15%

input phase single phase single phase single phase single phase single phase

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=8A <=10A <=12A <=15.1A <=15.1A

power factor ≥ 0.7 ≥ 0.7 ≥ 0.7 ≥ 0.7 ≥ 0.7
input power <=1226W <=1532W <=1838W <=2330W <=2330W

input plug Industrial / L+N+PE
Industrial / 
L+N+PE

Industrial / 
L+N+PE

Industrial / 
L+N+PE

Industrial / 
L+N+PE

output

shift power ≥ 0.9 ≥ 0.9 ≥ 0.9 ≥ 0.9 ≥ 0.9

rated output volt 28.8V 28.8V 57.6V 73V 87.6V

rated output current 40A 50A 30A 30A 25A

rated output power 1152W 1440W 1728W 2190W 2190W

output volt 10Vdc～32Vdc 10Vdc～32Vdc 10Vdc～60Vdc 10Vdc～75Vdc 10Vdc～100Vdc

output plug
Anderson SB175, 

Male or Female plug, 
optional

Anderson SB175, 
Male or Female 
plug, optional

Anderson SB175, 
Male or Female 
plug, optional

Anderson SB175, 
Male or Female 
plug, optional

Anderson SB175, 
Male or Female 
plug, optional

com
CAN optional optional optional optional optional

charging protocol customized customized customized customized customized

the other

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium

dimension 353X204X156(mm) 353X204X156(mm) 353X204X156(mm) 353X204X156(mm) 353X204X156(mm)

N.W 6KG 6KG 6KG 6KG 6KG
cooling Air cooling Air cooling Air cooling Air cooling Air cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect IP55 IP55 IP55 IP55 IP55

IP  (optional or not) N/A N/A N/A N/A N/A

noise <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m



3000W series

3000W name 24V100A 48V50A 36V50A 36V100A 72V35A

input

input volt AC100-240V AC100-240V AC100-240V AC100-240V AC100-240V

input phase single phase single phase single phase single phase single phase

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=14.6A <=14.4 10.8 21.6 <=15.3A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99

input power ≤ 3164W ≤ 3164W 2373 4752 ≤ 3369W

input plug L+N+PE L+N+PE L+N+PE L+N+PE L+N+PE

output

shift power ≥ 0.91 ≥ 0.91 ≥ 0.91 ≥ 0.91 ≥ 0.91

rated output volt 28.8V 57.6V 43.2 43.2 87.6V

rated output 
current

100A 50A 50A 100A 35A

rated output 
power

2880W 2880W 2160 4320 3066W

output volt 10Vdc～32Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～100Vdc

output plug Rema160A Rema80A Rema80A Rema80A Rema80A

com
CAN optional optional optional optional optional

charging protocol customized customized customized customized customized

the other

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium

dimension 400x170x370(mm) 400x170x370(mm) 400x170x370(mm) 400x170x370(mm)
400x170x370(mm

)

N.W 11KG 11KG 11KG 11KG 11KG

cooling Air cooling Air cooling Air cooling Air cooling Air cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect IP20 IP20 IP20 IP20 IP20

IP  (optional or 
not)

IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB

altitude <2000m <2000m <2000m <2000m <2000m



6000W-S series
6000W-S name 24V150A 24V200A 48V100V-220 80V65A

input

input volt AC100-240V AC100-240V AC100-240V AC100-240V

input phase single phase single phase single phase single phase

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=24A <=29A <=29A <=29A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99

input power ≤ 4.7KW ≤6.3KW ≤ 6.3KW ≤ 6.2KW

input plug L+N+PE L+N+PE L+N+PE L+N+PE

output

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92

rated output volt 28.8V 28.8V 57.6V 87.6V

rated output current 150A 200A 100A 65A

rated output power 4.32KW 5.76KW 5.76KW 5.7KW

output volt 10Vdc～32Vdc 10Vdc～32Vdc 10Vdc～60Vdc 10Vdc～100Vdc

output plug Rema320A Rema320A Rema160A Rema80A

com
CAN optional optional optional optional

charging protocol customized customized customized customized

others

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium

dimension 380X320X471(mm) 380X320X471(mm) 380X320X471(mm) 380X320X471(mm)

N.W 26KG 26KG 26KG 26KG

cooling Air cooling Air cooling Air cooling Air cooling

working temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%

protec IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB

altitude <2000m <2000m <2000m <2000m



6000W series

6000W name 24V150A 36V150A 48V80A 48V80A 48V80A 48V100A 36V50A

input

input volt AC380V±15% AC380V±15% AC220V±15% AC380V±15% AC480V±15% AC380V±15% AC380V±15%

input phase 3P4L 3P4L 3P4L 3P4L 3P4L 3P4L
3P4L

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） 7.1A <=10.7A 13.1A 7.6A 6A 9.51A 3.56A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99

input power 4695W ≤ 7W 5008w 5008w 5008w 6260w 2347w

input plug Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE

output

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92

rated output volt 28.8V 43.2V 57.6V 57.6V 57.6V 57.6V 43.2

rated output current 150A 150A 80A 80A 80A 100A 50A

rated output power 4.32KW 6.5KW 4.6KW 4.6KW 4.6KW 5.7KW 2.16

output volt 10Vdc～32Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc

output plug Rema320A Rema320A Rema160A Rema160A Rema160A Rema160A Rema160A

com
CAN optional optional optional optional optional optional optional

charging protocol customized customized customized customized customized customized customized

other

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium

dimension 398X200X390(mm) 378X428X623(mm) 398X200X390(mm) 398X200X390(mm) 398X200X390(mm) 398X200X390(mm) 398X200X390(mm)

N.W 17KG 17KG 17KG 17KG 17KG 17KG 17KG

cooling airway cooling airway cooling airway cooling airway cooling airway cooling airway cooling airway cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%

protect IP20 IP20 IP20 IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m <2000m <2000m



6000W series

6000W name 36V100A 36V100A 48V100A 80V65A 80V70A 96V60A 115.2V50A

input

input volt AC380V±15% AC380V±15% AC480V±15% AC480V±15% AC380V±15% AC380V±15% AC380V±15%
input phase 3P4L 3P4L 3P4L 3P4L 3P4L 3P4L 3P4L
frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） 7.13A <=10.3A <=8.2A <=8.1A <=11A <=12A <=11.6A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99
input power 4695w ≤ 3369W ≤ 3369W ≤ 3369W ≤ 3369W ≤ 3369W ≤ 3369W

input plug Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE

output

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92

rated output volt 43.2 57.6V 57.6V 87.6V 87.6V 108V 129.6V

rated output current 100A 100A 100A 65A 65A 65A 50A

rated output power 4.32 5.7KW 5.7KW 5.7KW 6.2KW 6.5KW 6.5KW

output volt 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～100Vdc 10Vdc～100Vdc 10Vdc～110Vdc 10Vdc～132Vdc

output plug Rema160A Rema160A Rema160A Rema160A Rema160A Rema160A Rema160A

com
CAN optional optional optional optional optional optional optional

charging protocol customized customized customized customized customized customized customized

other

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium
dimensioin 398X200X390(mm) 398X200X390(mm) 398X200X390(mm) 398X200X390(mm) 398X200X390(mm) 398X200X390(mm) 398X200X390(mm)

N.W 17KG 17KG 17KG 17KG 17KG 17KG 17KG
cooling 风冷 风冷 风冷 风冷 风冷 风冷 风冷

working temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%
protect IP20 IP20 IP20 IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m <2000m <2000m



12000W series

12000W name 36V200A 48V100A 48V150A 48V150A 48V200A 48V200A

input 

input volt AC380V±15% AC220V±15% AC380V±15% AC480V±15% AC380V±15% AC480V±15%

input phase 3P4L 3P4L 3P4L 3P4L 3P4L 3P4L

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=14.3A <=16.6A <=14.3A <=11.3A <=19A <=15A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99
input power ≤ 9.4KW ≤ 6.3KW ≤ 9.4KW ≤ 9.4KW ≤ 12.5KW ≤ 12.5KW

input plug Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE

output

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92

rated output volt 43.2V 57.6V 57.6V 57.6V 57.6V 87.6V

rated output current 200A 100A 150A 150A 200A 200A

rated output power 8.6KW 5.7KW 8.6KW 8.6KW 11.5KW 11.5KW

output volt 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～100Vdc

output plug Rema320A Rema160A Rema320A Rema320A Rema320A Rema320A

com
CAN optional optional optional optional optional optional

charging protocol customized customized customized customized customized customized

other

matched battery lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium lead acid/lithium
dimension 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm)

N.W 40KG 40KG 40KG 40KG 40KG 40KG
cooling airway cooling airway cooling airway cooling airway cooling airway cooling airway cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%
protect IP20 IP20 IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m <2000m



12000W series

12000W name 80V65A 80V150A 80V150A 115.2V100A 153.6V70A

input

input volt AC220V±15% AC380V±15% AC480V±15% AC380V±15% AC380V±15%
input phase 3P4L 3P4L 3P4L 3P4L 3P4L
frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=16.2A <=22A <=17.2A <=21A <=20A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99
input power ≤6.2KW ≤14.3KW ≤14.3KW ≤14.1KW ≤ 13.2KW
input plug Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE

output

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92
rated output volt 87.6V 87.6V 87.6V 129.6V 172.8V

rated output current 65A 150A 150A 100A 70A
rated output power 5.7KW 13.1KW 13.1KW 13KW 12.1KW

output volt 10Vdc～100Vdc 10Vdc～100Vdc 10Vdc～100Vdc 10Vdc～132Vdc 10Vdc～176Vdc

output plug Rema160A Rema320A Rema320A Rema160A Rema160A

com
CAN optional optional optional optional optional

charing protocol customized customized customized customized customized

others

matched battery lithium lithium lithium lithium lithium

dimension 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm)
N.W 40KG 40KG 40KG 40KG 40KG

cooling airway cooling airway cooling airway cooling airway cooling airway cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%
protect IP20 IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m



18000W series

18000W name 36V250A 48V150A 48V200A 48V250A 48V250A 80V150A

input

input volt AC380V±15% AC220V±15% AC220V±15% AC380V±15% AC480V±15% AC220V±15%

input phase 3P4L 3P4L 3P4L 3P4L 3P4L 3P4L

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=18A <=25A <=33.2A <=24A <=18.8A <=37.5A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99
input power ≤ 11.7W ≤ 9.4KW ≤ 12.5KW ≤ 15.7KW ≤ 15.7KW ≤ 14.3KW

input plug Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE

output 

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92

rated output volt 43.2V 57.6V 57.6V 57.6V 57.6V 87.6V

rated output current 250A 150A 200A 250A 250A 150A

rated output power 10.8KW 8.6KW 11.5KW 14.4KW 14.4KW 13.2KW

output volt 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～60Vdc 10Vdc～100Vdc

output plug Rema320A Rema320A Rema320A Rema320A Rema320A Rema320A

com
CAN optional optional optional optional optional optional

charging protocol customized customized customized customized customized customized

others

matched battery lithium lithium lithium lithium lithium lithium
dimension 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm)

N.W 46KG 46KG 46KG 46KG 46KG 46KG

cooling aiyway cooling optional optional optional optional optional

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%
protect IP20 IP20 IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m <2000m



18000W series

18000W name 80V200A 80V200A 80V200A 96V150A 115.2V150A 153.6V100A

input

input volt AC220V±15% AC380V±15% AC480V±15% AC380V±15% AC380V±15% AC310-450V±15%
input phase 3P4L 3P4L 3P4L 3P4L 3P4L 3P4L

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=50A <=29A <=23A <=26.8A <=32.1A <=28.5A

power factdor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99
input power ≤ 19KW ≤ 19KW ≤ 19KW ≤17.6KW ≤21.1KW ≤ 18.8KW
input plug Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE

output

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92

rated output volt 87.6V 87.6V 87.6V 108V 129.6V 172.8V

rated output current 200A 200A 200A 150A 150A 100A

rated output power 17.5KW 17.5KW 17.5KW 16.2KW 19.5KW 17.3KW

output volt 10Vdc～100Vdc 10Vdc～100Vdc 10Vdc～100Vdc 10Vdc～110Vdc 10Vdc～132Vdc 10Vdc～176Vdc

output plug Rema320A Rema320A Rema320A Rema320A Rema320A Rema320A

com
CAN optional optional optional optional optional optional

charging protocol customized customized customized customized customized customized

the others

matched battery lithium lithium lithium lithium lithium lithium
dimension 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm) 378X428X623(mm)

N.W 46KG 46KG 46KG 46KG 46KG 46KG

cooling airway cooling airway cooling airway cooling airway cooling airway cooling airway cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%
protect IP20 IP20 IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m <2000m



24000W series

24000W name 48V250A 80V250A 80V250A 80V250A 96V200A 153.6V150A

input

input volt AC220V±15% AC220V±15% AC380V±15% AC480V±15% AC380V±15% AC380V±15%

input phase 3P4L 3P4L 3P4L 3P4L 3P4L 3P4L

frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

input current（max） <=41A <=63A <=36.2A <=28.6A <=36A <=42.8A

power factor ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99 ≥ 0.99

input power ≤ 15.6KW ≤ 23.8KW ≤ 23.8KW ≤ 23.8KW ≤ 23.5KW ≤ 28.2KW

input plug Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE Three Phase + PE

output

shift power ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92 ≥ 0.92

rated output volt 57.6V 87.6 87.6 87.6 108V 172.8V

rated output current 250A 250A 250A 250A 200A 100A

rated output power 14.4KW 21.9KW 21.9KW 21.9KW 21.6KW 26KW

output volt 10Vdc～60Vdc 10Vdc～100Vdc 10Vdc～100Vdc 10Vdc～100Vdc 10Vdc～110Vdc 10Vdc～176Vdc

output plug Rema320A Rema320A Rema320A Rema320A Rema320A Rema320A

com
CAN optional optional optional optional optional optional

protocol customized customized customized customized customized customized

others

matched battery ltihium ltihium ltihium ltihium ltihium ltihium
dimension 378X428X791(mm) 378X428X791(mm) 378X428X791(mm) 378X428X791(mm) 378X428X791(mm) 378X428X791(mm)

N.W 55KG 55KG 55KG 55KG 55KG 55KG

cooling airway cooling airway cooling airway cooling airway cooling airway cooling airway cooling

work temperature -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C -20° C ~ 50° C

work moisture 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95% 0% ~ 95%
protect IP20 IP20 IP20 IP20 IP20 IP20

IP IP54 IP54 IP54 IP54 IP54 IP54

noise <65dB <65dB <65dB <65dB <65dB <65dB
altitude <2000m <2000m <2000m <2000m <2000m <2000m
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